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SIMpull® Flange™ FAQ

Q: Do only certain reels work with the Southwire SIMpull® Flange™?
A: The SIMpull® Flange™ is compatible with all wooden and plastic reels with a 3” arbor hole and flange diameter

    of 22” to 34”.

Q: Can the SIMpull® Flange™ be used with Teck Cable?
A: Yes, it can be used for Teck cable and various materials, as long as the correct reel is selected.

Q: What is the lifting capacity of the SIMpull® Flange™?
A: SIMpull® Flange™ is rated for loads up to 2,000 lbs.

Q: Can the SIMpull® Flange™ be used on large reels?
A: The SIMpull® Flange™ is rated for a maximum reel size of 34” and should not be used on larger reels.
    Southwire SIMpull® specialists should be contacted for any specific needs.

Q: What tools do I need to setup a SIMpull® Flange™?
A: The SIMpull® Flange™ includes a ¾” wrench, and needs no additional tools for setup.  It can also be used 
     with an 18v Cordless drill, driving a ¾” socket.

Q: Can I use the SIMpull® Flange™ on multiple reels?
A: The SIMpull® Flange™ can be swapped from reel to reel after completing a pull; all reels must be 22” – 34” in
    diameter, with a 3” arbor, not exceeding 2,000 lbs.

Q: Do I need an axel to setup my SIMpull® Flange™?
A: SIMpull® Flange™ is made of two independent pieces that secure to most wooden and plastic reels using 
    Southwire’s patented design, no axle is required.

Q: How many SIMpull® Flange™ devices should I have on my jobsite?
A: Southwire SIMpull® Specialists should be contacted to help optimize your specific pull, however, a general rule 
    of thumb would be one flange per active reel at each simultaneous pull location.

 


